
Technical Data

RevPi Gateway Ethernet/IP
Item No.: 100066

Housing dimensions (H × W × D) 96 × 22.5 × 110.4 mm

Housing type DIN rail housing for TH35 mounting rail according to DIN EN 60715

Mounting DIN rail 35 × 7.5 mm

Housing material Polycarbonate

Weight Approx. 90 g

Degree of protection IP20

Control cabinet protection IP54

Terminal area protection IP20

Power supply Typ. 24 V DC (20.4 … 28.8 V DC)

Maximum power consumption 1.5 W

Permissible operating temperature 0 … 60 °C

Permissible storage temperature -25 … 60 °C

Max. relative humidity (at 40 °C) 93 % (non-condensing)

Protocol Ethernet/IP

Version Adapter

Compatible with RevPi Connect 5, RevPi Connect S, RevPi Core S

Interfaces 2 × RJ45 Ethernet/IP

Max. baud rate 100 Mbit/s

I/O data 512 Bytes IN / 512 Bytes OUT

Optical indication Status LED
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KUNBUS GmbH
Magirusstr. 7
73760 Ostfildern
Germany
+49 (0)711 400 91 500

Website: revolutionpi.com
E-mail: info@kunbus.com

Subject to change without notice.
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